
Technical Information Tattoo 
10

Tattoo 
16

Sound Level 16.4 dB 20 dB

Max Flow Rate 2.6 gal/h 4.2 gal/h

Max Dry Suction Height 3.3 ft

Max Wet Suction Height 6.6 ft

Max Delivery Height 26.2 ft 29.5 ft

Alarm Contact NO/NC 8A 230V

Dimension: Pump Unit 5.9 x 2.1 x 1.1 in.

Dimension: Detection Unit 3.2 x 1.5 x 1.5 in.

Approvals UL Listed

Max System Size 2 Tons 4 Tons

Designed for installation in the unit, 
in a ceiling, or in the lineset cover.

Product Voltage MARS No.

Tattoo 10
120 21795

240 21796

Tattoo 16
120 21798

240 21799

Replacement Detection Unit 21797

Features & Benefits: 
• Quietest mini-split pump available

(16.4 dB for Tattoo 10)

• Integrated overflow alarm contact and check
valve

• Designed and manufactured in Switzerland

• Small size to ensure easy fit

• Only major brand to use piston pump for
longest, most reliable operation

Gotec Eckerle Tattoo Mini-Split 
Condensate Pump

www.marsdelivers.com



Technical Information

Sound Level 21 dB

Max Flow Rate 5.3 gal/h

Max Delivery Height 32.8 ft.

Alarm Contact NO/NC 8A 230V

Dimension: Pump Unit 2 x 2.5 x 10.2 in. 

Approvals UL Listed  

Max System Size 4.5 Tons 

Designed for installation under the evaporator 
on either right or left 

Product Voltage MARS No.

Freezy 110-240 21779

Features & Benefits: 

•   Ultra quiet operation (21 dB)  

•   32.8 ft lift  

•   Univolt Design – 110-240 V  

•   Install on right or left 

•   Contactless detection system  

•   Integrated overflow alarm contact and 
    check valve 

•   Designed and manufactured in Switzerland 

•   Only major brand to use piston pump for 
longest, most reliable operation  

www.marsdelivers.com
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Gotec Eckerle Freezy Mini-Split 
Condensate Pump


